ITEM/ARTICLE/ARTICULO #270880 


SARATOGA ALL-IN-ONE VANITY 
FRENCH TRANSLATION ps) 
SPANISH TRANSLATION (pce 


MODEL/MODELE/MODELO #9D00044415 


to your retailer, call our customer service department at 


—— aaaaaaaaaaaaaaaaaaaamamamamamnmmnħŮ 
Questions, problems, missing parts? Before returning 
1-800-372-7830, 8 a.m.-5 p.m., EST, Monday-Friday. 


PACKAGE CONTENTS 
PART — DESCRIPTION bat so OTYog uel 
A Vanity Cabinet | 1 (]— FAUCET ASSEMBLY 
B | Granite Countertop 1 
c Vessel Sink + 1 
=m Faucet Assembly | 1 
E | Drain Assembly | 4 
F | Vanity Feet & Hardware | 4 


A WARNINGS AND CAUTIONS 
WARNING 


+ Product is heavy and may require two persons for installation. 
+ Granite countertop and vitreous china basin are fragile and could produce sharp edges if broken. 


CAUTION 


+ Turn off main water supply before installing vanity. 


PREPARATION 
Before beginning assembly or installation, make sure all parts are present. Compare parts with package contents 


list. If any part is missing or damaged, do not attempt to assemble or install the vanity. Contact Customer Service 
for replacement parts. 


A CAUTION: TWO PEOPLE ARE REQUIRED TO SAFELY INSTALL THIS VANITY AND GRANITE 
COUNTERTOP. VANITY AND COUNTERTOP ARE HEAVY AND COULD BREAK IF DROPPED. 
TAKE EXTRA PRECAUTIONARY MEASURES TO ENSURE A SECURE GRIP WHEN LIFTING. 


Estimated Assembly Time: 1.5 hours 
Tools/Supplies Required for Assembly and Installation (not included): 
+ Channel Lock Pliers 
+ Adjustable Wrench 
+ Tape Measure 
+ Phillips and Flathead Screwdrivers 
* Utility Knife and/or Scissors 
* Silicone Sealant (Clear) 
+ Power Drill 
+ Several two-inch Drywall Screws or Toggle Bolts 
(to secure vanity cabinet to wall) 
+ Plumber's Putty 


ASSEMBLY AND INSTALLATION INSTRUCTIONS 
Step 1: REMOVAL OF CURRENT PEDESTAL LAVATORY OR CURRENT VANITY 
4. Turn off the water supply to existing unit. 
2. Disconnect supply lines from sink faucet. 
3, Disassemble and remove existing unit. 
Step 2: REMOVAL OF VANITY FROM CARTON 
4. Carefully remove Vanity Cabinet parts from carton. 


Step 3: WOOD FEET INSTALLATION AND WALL STUD LOCATION 


4. Locate the four Wooden Feet (F) and Vanity Cabinet (A). Place the Vanity 
Cabinet parts bottom up on a scratch-free surface. Please note that there are 
two rear feet (marked Right Rear and Left Rear) and two Front Feet that can 
be installed on either the right or left side of the Vanity Cabinet (A). Figure #1 


2. Attach the Wooden Feet (F) to the Vanity Cabinet (A) with the Screws 
provided with each foot. Firmly tighten Screws without 
overtightening (see Figure #1). 


A CAUTION: RISK OF DAMAGE TO WOODEN FEET. DO NOT OVERTIGHTEN SCREWS AS THIS MAY CAUSE 
BREAKAGE. 


3. Carefully place the Vanity Cabinet (A), bottom side down onto the wooden feet (F). 


4, Clear the area where your new vanity will be permanently located. Find and mark locations of wall studs behind 
the vanity’s permanent location. 


Step 4: VANITY CABINET LOCATION 


1, Place Vanity Cabinet (A) against wall in desired permanent location. Be sure that vanity location is accessibleto ® 
water supply and drain line prior to mounting of Vanity Cabinet to wall studs. 


2. CAUTION: IMPORTANT SAFETY STEP Drill hole through Wood Back 
Top Rail of Vanity Cabinet (A) (See Figure #2) mounting area. i 
Use hardware such as two-inch drywall screws or toggle bolts (not included) 
to secure Vanity Cabinet to wall studs. Secure at least one drywall screw 
or toggle bolt. If possible, secure Vanity Cabinet to two wall studs for 
added stability and safety. 


Step 5: COUNTERTOP INSTALLATION 


1. Remove and discard the protective wrap from the Granite Countertop (B). 


2. WARNING: RISK OF PERSONAL INJURY OR PRODUCT DAMAGE Two people are required to install the 
Granite Countertop (B). Top is heavy and could cause personal injury or breakage if Granite Countertop 
is dropped. 


3. Prepare Granite Countertop (B) for adhesive application by cleaning the top surface of the Vanity Cabinet (A) 
thoroughly. After cleaning the surface, make sure it is completely dry. 


“ppl a bead of Clear Siicone Sealant (not supplied) to the top surface ofthe Vanity Cabinet (A) (see Figure #9). 
Be sure to follow Silicone Sealant product specifications for best results. 


MOUNTING PEG 
5. Lower Granite Countertop (B) (two people should handle) onto Vanity ra Re daar lar 
Cabinet (A) with polished side up. Make sure that the Granite Countertop ) 1 ay i 
is centered on Vanity Cabinet. The Granite Countertop should be flush ee F yi 
with the back edge of the Vanity Cabinet. > 1 A 
D alec a NY 
NOTE: THERE ARE TWO MOUNTING PEGS LOCATED ON THE FRONT k. r 
OF THE VANITY CABINET (A) THAT LINE UP WITH TWO DRILLED HOLES rel i 
IN THE GRANITE COUNTERTOP (B). THIS WILL AID IN CENTERING X | T appv scone 
THE GRANITE COUNTERTOP ONTO THE VANITY CABINET. “Ss = 
NOTE: ALLOW SILICONE SEALANT TO DRY COMPLETELY PRIOR TO MOVING VANITY. Figure #8 
Step 6: MID-MOUNT VESSEL SINK AND DRAIN INSTALLATION 
1, Remove Vitreous China Vessel Sink (C) from carton and place on 
scratch-free surface. 
2. Locate Drain Assembly (E) and remove from carton (see Figure #4). Remove > 
the brass-colored nuts and washers from the drain assembly. Install the drain OY, A aiii 
body into the Vessel Sink (C). Slide the drain into the hole in the Vessel Sink | 
with a thin rubber gasket between the Drain Assembly and the top of the Vessel ik 
Sink. Place a thin bead of Plumber's Putty on bottom side of the Drain Assembly. nN eae 
3. Install the rubber gasket washer and drain nut on the drain body. Hand tighten pee ER 
the drain nut. Slide on the existing nut and washer from existing waste drain RUBBER GASKET 
or new waste drain assembly (not included) as per manufacturer directions. wan 
Connect the drain assembly to the waste line. Hand tighten all connections/ Figure #4. 
joints to check alignment. g 


NOTE: IT MAY BE NECESSARY TO SHORTEN THE TAILPIECE TO 
INSURE A PROPER FIT. 


4. Once the drain is properly fitted, use channel lock pliers to tighten the drain nut and washer to seal drain. 


WARNING: RISK OF PERSONAL INJURY OR PRODUCT DAMAGE. Overtightening may cause breakage or 
chipping of Vessel Sink (C). 


3 


Step 7: FAUCET INSTALLATION 


1. Locate, open and examine contents of Faucet Box (D). Be careful not 
to discard any hardware or parts as some items are small. 


Remove T-connector (see Figure #5A) brass spout shank locking nut, 
metal mounting washer and rubber mounting washer from spout shank. 


Figure #5A 


3. Spout Installation 
Install new Faucet Spout through the center hole of Granite Countertop (B). 


Make sure rubber o-ring is in the groove of spout ring. (see Figure #5B) 


4. Securing Spout to Countertop 
Place rubber mounting washer and metal mounting washer on underside of Granite 
Countertop (B) and hand tighten brass spout shank locking nut. Align the s| and 
tighten locknut from underneath with wrench until spout is secure. (see Figure ) 


A CAUTION: RISK OF PERSONAL INJURY OR PRODUCT DAMAGE. 
Do not overtighten locknut or this may cause breakage or chipping = 
of Granite Countertop (B). omme —" => 


5. Hot and Cold Valve Assembly i 
Locate the Hot and Cold valves. Remove the handles from the valve Faure #57, 


bodies by loosening the set screws with the Allen Wrench provided. 


NOTE: HOT VALVE IS IDENTIFIED WITH A RED O-RING ON THE 


INLET PORT. 
6. Hot and Gold Valve Installation f) 


Unscrew the bell flange from the valve body (see Figure #6). Supana 
Install the valve body from underneath the Granite Countertop (C) making 

sure that the Hot Valve is on the left hand side and the Cold Valve is on the 

right hand side. Ss 


‘Screw the bell flange onto the valve body with the rubber gasket between 
the bell flange and the Granite Countertop (B). Adjust for the countertop 
thickness by raising the valve body through the loosening of the bell flange Figure #5C 
and tightening the lock nut (Figure #6). Repeat for other valve. 

NOTE: MAKE SURE THE WATER OUTLET IS FACING PARALLEL TO 

THE T-CONNECTOR (Figure #6). 


T-Connector Hook Up 
Connect the supply hoses to each side of the T-Connector first, and then 
connect the supply lines to the Valve Bodies. (see Figure #5A) 


Handle Attachment 

Reattach the handles with the set screws and Allen wrench provided. 
NOTE: Hot and Cold handles are interchangeable. Make sure the handles 
turn 90 degrees. 


10. 


Connect Hot and Cold water supply lines (not provided) between the faucet 
and shut off valves per manufacturer's instructions. Turn the water on and Figure #6 
test for leaks. Tighten joints if any leaks occur. 


CARE AND MAINTENANCE 


Vanity 
+ Do not clean your vanity with harsh detergents, acid, harsh polish, abrasives, harsh cleaners or a cloth with 
a coarse surface. 


* To maintain the beauty of your vanity, dust the wood frequently with a clean, soft, dry, lint-free cloth as well as 
polish on a regular basis. Clean the surface by rubbing in the direction of the grain. Use polishes that contain 
a detergent, emulsifiers or mineral oil. Avoid using silicone cleaners and waxes. 


Granite Countertop 
+ Clean your granite countertop with a wet sponge and a mild anti-bacterial dish detergent and follow up with a 
cleaner made especially for granite. 


+ Once per year it is important to re-seal your granite with a sealing product specifically designed for granite. 


Vessel Sink 
+ Clean your vessel sink with a damp cloth and dry with a soft cloth. If necessary, a gentle mild detergent or soap 
and water solution should be used. 


+ Clean your faucet/drain with a mild soap and water solution. Dry with a soft cloth and never use vinegar or 
ammonia-based products on your faucet or drain. 


1-YEAR LIMITED WARRANTY 
The manufacturer warrants this product against defects in materials and workmanship. 


Vanity, Granite Countertop, Vessel Sink, Faucet, Drain and Cabinet Hardware are warranted for a period of 1 year 
from date of purchase. 


If within the stated warranty period the product is found to be defective in material or workmanship, the product may 
be returned with a store receipt as proof of purchase. The manufacturer will, at its option, repair, replace or refund 
the purchase price to the consumer. Call Customer Service at 1-800-372-7830 for warranty service information. 

All costs of installation and removal are the responsibility of the consumer. This warranty does not cover damage 
due to misuse, accidental damage, improper handling and/ or installation and specifically excludes liability for direct, 
incidental or consequential damages. As some states do not allow exclusions or limitations on an implied warranty, 
the above exclusion and limitation may not apply. This warranty gives you specific rights, and you may have other 
rights that vary from state to state. 


REPLACEMENT PARTS LIST 


For replacement parts, call our Customer Service Department at 1-800-372-7830, 8AM — 5PM, EST, 
Monday - Friday 


| REPLACEMENT PART| DESCRIPTION 


| Granite Countertop 

| Vessel Sink 

| Faucet Assembly 

| Hot and Cold Cartridge 

| Faucet Handle Sub Assembly 

~ | SpoutARsombly —_ | 
| Hardware Assembly _ 

| Drain Assembly 

I Vanity Feet (Four Feet) 
ott Rear Vanity Feet (2) 

K | Front Vanity Fest(2) 
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